
Type 0679H 
Square Ceramic Surface Mount Quick Acting Fuse 

 

 
belfuse.com/circuit -protection  

 
 

0679H Series �t 2410 Size                                                                          RoHS Compliant 

Features   
- Quick Acting, 2410 SMD 
- Compatible with 260�- , IR Pb-free solder process 
- Wide range of current rating from 250mA to 15A 
- Wide operating temperature range, -55�-  to 125�-  
- Tape & Reel for auto-insert SMD process 
- Full compliance with EU Directive 2011/65/EU and amending directive 2015/863, 

Compliant with exemption 7(a)   
- Halogen Free, (MSL = 1) 
- AEC-Q Compliant 
- Meets Bel automotive qualification* 
  * - Largely based on internal AEC-Q test plan   

 

Applications  �� 
- Notebook 
- LCD monitor 
- PC computer 
- Office electronic equipment 
- Industrial equipment 
- Medical equipment 
- POE, POE+ 
- LCD / LED monitor  
- Power supply                                                                                   
- LCD / LED TV                                                                          HALOGEN FREE =     
                                                                                                                                                                                                      

                                                        Safety Agency Approvals  
  

 

 

Electrical Characteristics  
(UL/CSA/STD. 248-14) 

 

Physical Specifications  
 
  

 

 

 

 

Safety 
Agency 

Safety Agency 
Certificate 

Ampere Rating/ 
Voltage Rating 

Ampere Range / Volt 
@ I.R. ability* 

 

E20624 

250mA�±3A/350V AC 
                  72V DC  
3.5A-15A/350V AC 
              60V DC        

250mA-3A/350V@ 50A AC  

              72V@100A DC 

3.5A-5A/350V@50A AC 

       60V@150A DC 

6.3A-15A/350V@50A-AC 
        60V@100A DC 

 

R 50368185 
Tested according to 
IEC 60127-1:2006+A1+A2 
IEC 60127-7:2015 

250mA�±3A/350V AC 
                  72V DC  
3.5A-15A/350V AC 

              60V DC 

250mA-3A/350V@ 50A AC               

72V@100A DC 

3.5A-5A/350V@50A AC 

       60V@150A DC 

6.3A-15A/350V@50A-AC 
              60V@100A DC 

*I.R.= Interrupting Rating = Short Circuit Rating(Amps) 

Testing 
Current 

Blow Time 

Minimum Maximum 

100% 4 Hrs. N/A 

200% N/A 5 Sec 

Materials 
Body : Ceramic  

Terminations : Silver Plated Caps 

Marking 

On Fuse : 

�³�&�X�U�U�H�Q�W���5�D�W�L�Q�J�´�����³�4�´�����´�+�´�² laser marked on ceramic tube, 
�³�E�H�O�´���V�W�D�P�S�H�G���L�Q���H�Q�G���F�D�S�V�� 

On Label : 

"bel", "0679H",  "Current Rating",  "Voltage Rating",  "Interrupting Rating",  

"Appropriate Safety Logos"  and "  ", "  "(China RoHS compliant). 

Specifications subject to change without notice 

AEC-Q Compliant  
 


